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ExoClean is a mobile filtration booth that
allows for the safe blowing of oily parts.
The drained ail is conveyed into a collection
compartment/drawer while the filtered air is
released into the environment. Equipped
with a compressed air gun.

BUILT-IN LED LIGHT TO ILLUMINATE THE WORK AREA
COMPRESSED AIR GUN WITH EXTERNAL SENSOR
AUTOMATIC OR MANUAL MODE

@ M5 MICROFIBERGLASS FILTER CELL

FIVE-LITER DRAINAGE TANK

The blowing area is equipped with a removable internal
grille that allows for two modes of use: open space or on a
support grille.
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HEPA H13 FILTERI
VARIABLE SPEED I
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ExoClean HEPA is the evolution of the
mobile filtration cabinet, designed to ensure
maximum safety during deburring of oily
parts. It integrates a HEPA HA13 filtration
system with dedicated pressure gauges and
an inverter that allows for air flow regulation,
improving energy efficiency.
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EXOCLEAN HEPA H13 AND FILTER CARTRIDGE
VISUAL ON/OFF LED OPERATION

TWO PRESSURE GAUGES FOR PREFILTER AND HEPA FILTER
@ PREFILTER WITH M5 MICROFIBER GLASS FILTER CELL
BUILT-IN LED LIGHT TO ILLUMINATE THE WORK AREA
COMPRESSED AIR GUN WITH EXTERNAL SENSOR
AUTO/MANUAL MODE AND VARIABLE SPEED SELECTORS

FIVE-LITER DRAINAGE COLLECTION TANK

The compressed air gun features an external support with
an automatic operating sensor. It has an automatic/manual
mode selector and a variable suction speed control.

EXOICLEAN
DIMENSIONS AND TECHNICAL DATA

DIMENSIONS | HEIGHT x WIDTH x DEPTH | mm | 1183x470x476 | 1183x620x476| 1820x570x700
MAXIMUM SOUND LEVEL | ELECTRIC MOTOR | dB 55 60 70
WEIGHT | kg 5 50 120

DC MOTOR - 220/240V-50Hz-270W R
ELECTRIC POWER Y 220-1PHASE Gk
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