EAXOMIST

1 FOR OIL OR EMULSION
I LOW POWER CONSUMPTION H I G H

1 UNIVERSAL INSTALLATION P ER FO R M I N G HM
MIST COLLECTORS

— HPM is the universal line of oil mist collectors for
/\ all types of machine tools. Our best-selling

P ~ series for emulsion or oil applications with
pressures up to 70 bar. Extremely easy to install
thanks to a dedicated series of accessories.

Ready for full machine tool interface. Available
also with inverter and AUTO/ECO mode.

HIGH-EFFICIENCY E13 HEPA FILTER MODULE
(UPTO 99.97% AND 0.3 MICRON SEPARATION)

MULTI-FUNCTION LED VISUAL ALARM

TOUCH SCREEN (OPTIONAL FOR S/M/L/XL MODELS)
@ MULTI-STAGE PRE-FILTRATION SECTION
REMOVABLE SUPPORT BARS (OPTIONAL)
THREADED OIL DRAIN CONNECTOR

REMOVABLE CONNECTION PLATE

HPMIsERIES
UNIVERSAL INSTALLATION
Maximum flexibility for installation. EXOMIST

The lower part of the unit can be 90DEGREE

: CONNECTOR
Eﬁ)’_c‘a‘r;ced to each of the four sides (OBTIONAL)

allows it to be repositioned as 4""“"
needed, including the vertical inlet (5)
for direct positioning on the top of

the machine tool.

The removable connection plate ( t >

AIR INLET POSITION

VERTICAL CONNECTION
ON SUPPORT

VERTICAL CONNECTION
ON STAND

SIDE CONNECTION
ON VERTICAL STAND
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EXOMIST

HPMIsERIES
TECHNOLOGY

Full optional configuration with: HEPA filter, HMI
screen, EC variable speed motor and machine
tool interface. Ideal solution for complex applica-
tions with high pressure coolant to optimize electri-
cal consumption and filter lifetime.

REMOTE TOUCH SCREEN
Ideal for controlling HPM once installed on vertical
stand and or top of the machine tool.

ENERGY SAVING ECO MODE
Automatic Function that allows to set an ideal air
flow rate at installation and keep constant air flow
rate throughout the filter lifetime. It can lower
electrical consumption by 20 % by taking advantage
of the integrated frequency inverter.

MACHINE TOOL INTERFACE
Industrial 16-pole ILME connector (for HPM S/M/L
models). The connector includes the power supply
pins for the extractor, input signals for remote con-
trol operation, and output signals for status and
alarm monitoring.

HPMIsERIES
INSTALLATION COMPONENTS

ADJUSTABLE UNIVERSAL SUPPORT

UNIVERSAL SUPPORT FOR INSTALLATION ON THE MACHINE
TOOL, ADJUSTABLE INHEIGHT ANDWIDTH

CART ON WHEELS FOR GROUND INSTALLATION
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FIRE DAMPER

SAFETY FIRE DAMPER TO PROTECT THE EXTRACTOR IN
THEEVENT OF AFIRE

VERTICAL STAND TWO METERS HIGH
VERTICAL STAND [




HPM \ MisERIES
DIMENSIONS | OPTIMAL REDUCTION OF SPACE

EAOMIST

NOMINAL TECHNICAL DATA | SPECIAL COLORS AVAILABLE UPON REQUEST =
INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE =

HPM HPM HPM HPM HPM HPM
600 1000 1500 2000 4000 8000

HEIGHT I mm 1830 | 2770 | 2770
WIDTH Imm | 450 | 1080 | 630 | 630 | 450 | 1080 | 630 | 765 | 760 | 1520
DEPTH Imm | 450 | 560 | 630 | 630 | 450 | 560 | 630 | 725 | 730 | 730
HPMIsERIES
> it ﬂﬂ
NOMINAL AIR FLOW RATE I m%/h 1430 | 1700 | 299 | ooy *;333‘ “1*000
STATIC PRESSURE | Pa| 500 870 | 1160 | 1400 | 500 | 1160 | 1400 | 1350
SOUND LEVEL | dB| 64 66 70 72 66 66 72 66
WEIGHT | kg | 66 80 105 | 107 76 94 121 350
MOTOR | kw | 037 055 | 110 [*1,50 |*0,75 |*0,75 | 220 | 1,50
AVERAGE CONSUMPTION I W| NA N/A | N/A | N/A | 160-200 | 280-350 | 320600 | 800
MOTOR VOLTAGE / IE V/ph/Hz g L e ol 208-277/1/50-60 A
@ AIR INLET I mm | 125 150 ‘ 200 ‘ 200 | 125 | 150 | =200 150
AUTO/ECO MODE SETTING ro- - 350 1000 | 1000
RAL - 7035/ 7037

IN CASE OF ACCIDENTAL FIRE

*MIN - MAX RANGE | **ACTUAL CONSUMPTION | ***AUTO\ECO MODE =
****ESTIMATED AVERAGE CONSUMPTION RANGE OVER FILTER LIFE 12 MONTHS =

HPMIsERIES
OPTIONAL | ACCESSORIES THAT MAKE THE DIFFERENCE

O FIRE DAMPER TO AUTOMATICALLY SHUT OFF AIR FLOW

O UNIVERSAL ADJUSTABLE SUPPORT FRAME

O INSTALLATION ACCESSORIES

VARIABLE
SPEED

FIRE
PROTECTION

MISERIES
TECHNICAL DATA

M M
4000 8000

NOMINAL AIR FLOW RATE I m3/h UP TO 4000 uP TO 8000
STATIC PRESSURE | Pa 25y 2570
SOUND LEVEL | dB 68 72
WEIGHT | kg 580 1160
MOTOR I kw 5.5 (x2) 5.5
MOTOR VOLTAGE / IE I V/ph/Hz 400-460/3/50-60 400-460/3/50-60
@ AIR INLET mm 300 300

RAL | - 7035 /7037

EXOTUT sl

SEDE 1: VIA ALCIDE DE GASPERI N.3
24069 | CENATE SOTTO - BG | ITALY

SEDE 2! VIA ZANICA N.26/28

24050 | GRASSOBBIO- BG | ITALY ©

+390350395038
INFO@EXOTUT.COM B
WWW.EXOMIST.COM &

E/AOMIST

CLEANER PRODUCTIVITY

[ EEN | MADEIN ITALY
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